FreeDOS V0.82





http://www.freedos.org/freedos/files/


Introductie


Om iedereen in de gelegenheid te stellen te kunnen werken in DOS is een gratis versie FreeDOS ontwikkeld. Voor de aanmaak van een FreeDOS floppy V0.82 is nodig:





DISKCOPY EXE        24.409  31-05-03  11:36 


ODIN040  144     1.032.192  12-07-03   1:05 


README   1ST           550  12-07-03   1:01 





Installatie FreeDOS 





Voer de volgende opdrachten uit in DOS/Windows:





   C:\ODIN4>FORMAT A: /F:1440 /U





   C:\ODIN4>DISKCOPY ODIN040.144 A:





Wees u ervan overtuigd dat de diskette vrij van fouten is !





Op de diskette moet nu het volledige FreeDOS pakket zijn geinstalleerd.


Start nu de computer met deze floppy op en FreeDOS is klaar voor gebruik…





Bestanden FreeDOS





Map van A:\


ASSIGN   COM         7,621  01-27-97 12:46a


ATAPICDD SYS        13,314  06-28-03  1:59p


ATTRIB   COM         5,044  07-01-03  2:10a


CAL      COM         9,390  06-28-03  2:00p


CHKDSK   EXE        35,285  06-01-03  2:55p


CHOICE   EXE         4,152  06-24-03  3:03p


COMMAND  COM        92,109  04-28-03 10:47a


COMP     COM         1,285  11-27-94  3:48p


COPYING  TXT        18,328  09-23-02  7:24p


CTMOUSE  EXE         5,020  10-01-02  1:09a


CWSDPMI  EXE        19,757  06-28-03  2:00p


DEBUG    COM        14,562  01-11-03 11:23p


DEFRAG   HLP         4,603  01-02-03  6:32p


DEFRAG   EXE        51,200  02-02-03  5:29p


DELTREE  COM         3,072  04-24-00  1:02a


DEVLOAD  EXE         3,274  03-02-03  5:16a


DISKCOMP COM         6,480  06-05-03  9:05p


DISKCOPY INI           512  03-19-03  6:10p


DISKCOPY EXE        24,409  05-31-03 11:36a


DISPLAY  COM         6,703  04-11-03  4:57p


EMM386   EXE        11,574  02-13-03 12:35p


FC       EXE        16,013  05-30-03 11:20p


FDAPM    COM         3,703  07-10-03  9:31a


FDISK    EXE        35,880  04-06-03 10:29p


FDISK    INI         8,447  11-30-02 12:14p


FDISKPT  INI        21,232  07-23-02 10:04p


FDXMS    SYS         5,328  07-10-03  1:08p


FDXXMS   SYS         6,380  07-10-03  1:08p


FIND     COM         4,868  05-30-03 10:57a


FORMAT   EXE        19,637  05-27-03  4:17a


GRAPH-HP COM         2,498  06-11-03 12:31p


GRAPH-PS COM         2,041  06-09-03  4:17p


GRAPHPIN COM         2,423  06-09-03  4:17p


HIMEM    EXE         6,461  02-13-03 12:36p


KERNEL   SYS        44,010  06-28-03  2:00p


KEYB     EXE         7,852  06-28-03  2:00p


LABEL    EXE         4,127  05-23-03  3:38p


LBACACHE SYS         8,720  03-31-03  5:16p


LBACACHE COM         6,340  03-31-03  5:16p


LESS     EXE        46,705  06-28-03  2:00p


LESS     HLP         5,939  06-28-03  2:00p


MEM      COM         7,728  09-03-01  1:33a


MIRROR   EXE        21,603  06-28-03  2:00p


MODE     COM         3,593  08-05-95  1:04a


MODECON  EXE        10,628  04-29-03  8:15p


MORE     EXE         4,601  05-09-03  5:50p


NANSI    SYS         3,588  02-28-99  9:47p


PRINT    COM         1,733  06-28-03  2:00p


README   1ST           250  07-12-03 12:34a


REPLACE  EXE        13,349  03-25-01 11:10a


SHSUCDX  EXE         5,439  06-25-03  4:50p


SORT     COM         4,266  05-30-03 10:48a


SWSUBST  EXE        30,802  11-27-02  3:39p


SYS      COM        10,609  06-28-03  2:00p


TDSK     EXE         9,938  12-12-95  2:30a


TED3     COM         7,086  03-02-91  5:01p


TOUCH    COM         2,188  06-28-03  2:00p


TREE     COM         9,893  07-07-01 12:33p


UNFORMAT EXE        21,636  06-28-03  2:00p


UNZIP    EXE        45,743  06-28-03  2:00p


XCOPY    EXE        16,451  02-06-03 12:00a


ZIP      EXE        41,871  06-28-03  2:00p


_LESS                  372  06-28-03  2:00p


CP                   <DIR>  07-12-03  1:03a





Map van A:\cp.


CP00437  RAW         9.728  21-02-03   2:12 


CP00775  RAW         9.728  21-02-03   2:12 


CP00808  RAW         9.728  21-02-03   2:12 


CP00850  RAW         9.728  21-02-03   2:12 


CP00852  RAW         9.728  21-02-03   2:12 


CP00855  RAW         9.728  21-02-03   2:12 


CP00857  RAW         9.728  21-02-03   2:12 


CP00858  RAW         9.728  21-02-03   2:12 


CP00860  RAW         9.728  21-02-03   2:12 


CP00863  RAW         9.728  21-02-03   2:12 


CP00865  RAW         9.728  21-02-03   2:12 


CP00866  RAW         9.728  21-02-03   2:12 


CP00872  RAW         9.728  21-02-03   2:12








Uitleg FreeDOS commando’s





ASSIGN: Replace a drive letter by another.





usage: ASSIGN [/SHADOW] /STATUS [/SHADOW] [/{mu}] [{dr1[:]=dr2[:]}]





Options:


	SHADOW: Hide ASSIGN from installation check.


	STATUS: Display all assigned drive letters.


		If ASSIGN is not already loaded, a message reflects that,


		but ASSIGN is not loaded.


	M: Move the resident portion into UMB, if possible.


	U: Uninstall a previous installed ASSIGN.





dr1: Drive letter to be replaced.


dr2: Drive letter to point to.





The ':' characters are optional, between the drive letters and the 


equal sign '=' no whitespaces are allowed.





ATTRIB: Displays or changes file attributes.





Syntax: ATTRIB { options | [path][file] | /@[list] }





Options:





  +H  Sets the Hidden attribute.     -H  Clears the Hidden attribute.


  +S  Sets the System attribute.     -S  Clears the System attribute.


  +R  Sets the Read-only attribute.  -R  Clears the Read-only attribute.


  +A  Sets the Archive attribute.    -A  Clears the Archive attribute.





  /S  Process files in all directories in the specified path(es).


  /D  Process directory names for arguments with wildcards.


  /@  Process files, listed in the specified file [or in stdin].





Examples:


  attrib file -rhs


  attrib +a -r dir1 dir2*.dat /s


  attrib -hs/sd /@list.txt *.*





CHKDSK: Checks a volume and returns a status report





Usage:	Chkdsk [<volume>] [/f] [/d <files>] [/r] [/s] [/v]





/f: attempt to fix any errors found.


/d: print out the indicated files and show the fragmentation factor.


/r: scan the data area and try to recover unreadable data.


/s: only show drive summary.


/v: show file name as it is being checked.





Note: if volume is ommited, the current drive is assumed.





CHOICE: Waits for the user to press a key, from a list of choices





Usage: CHOICE [ /B ] [ /C[:]choices ] [ /N ] [ /S ] [ /T[:]c,nn ] [ text ]





  /B  -  Sound an alert (beep) at prompt


  /C[:]choices  -  Specifies allowable keys.  Default is: yn


  /N  -  Do not display the choices at end of prompt


  /S  -  Be case-sensitive


  /T[:]c,nn  -  Automatically choose key c after nn seconds text 


             -  The text to display as a prompt





COMMAND: Starts a new copy of the FreeDOS command shell.





Usage: COMMAND [[drive:]path] [device] [/E:nnnnn] [/L:nnnn] [/U:nnn] [/P] 


[/MSG][/LOW] [/Y [/[C|K] command]]





  [drive:]path    Specifies the directory containing COMMAND.COM.


  device          Specifies the device to use for command input and output.


  /E:nnnnn        Sets the initial environment size to nnnnn bytes.


                  (nnnnn should be between 256 and 32,768).


  /L:nnnn         Specifies internal buffers length (requires /P as well).


                  (nnnn should be between 128 and 1,024).


  /U:nnn          Specifies the input buffer length (requires /P as well).


                  (nnn should be between 128 and 255).


  /P              Makes the new command shell permanent (can't exit).


  /MSG            Stores all error messages in memory (requires /P as well).


  /LOW            Forces the command shell to keep its resident data in


                  low memory.


  /Y              Steps through the batch program specified by /C o





CuteMouse: Mouse behaviour





Options:


  /P	   - force PS/2 mouse mode


  /S[c[i]] - force serial mouse mode at COM port c (1-4) with IRQ line i (1-7)


  /Y	   - prevent Mouse Systems mode


  /V	   - reverse search: find PS/2 after serial mouse


  /3	   - force 3-button mode (for Microsoft and PS/2 mice only)


  /R[h[v]] - horizontal/vertical resolution (h,v=0-9; missing option R, no


	     arguments or 0 as argument after R mean auto resolution, missing


	     second argument means same value as for first argument)


  /L	   - left hand mode (default is right hand mode)


  /B	   - cancel run if mouse services are already present


  /N	   - load CuteMouse as new TSR, even if CuteMouse is already loaded


	     (useful for batch files which unload CuteMouse at end)


  /W	   - prevent loading TSR into UMB


  /U	   - uninstall driver


  /?	   - show this help








�
DEBUG:  Debugger.





Usage:	DEBUG [[drive:][path]progname [arglist]]





  progname	(executable) file to debug or examine


  arglist	parameters given to program





For a list of debugging commands, run DEBUG and type ? at the prompt.


FreeDOS defrag beta 0.3


Optimizes file loading times by moving file fragments together.





DEFRAG: Drive to optimize.





Usage: DEFRAG[/C] [<drive>:] [{/F|/U}] [/Sorder[-]] [/B] [/X] [/A] [/FO]





/C : Use command line version only.


/F : Fully optimizes specified drive.


/U : Unfragments files, possibly leaving space between files.


/S : Sort files by specified order.


      order: N  by Name (alphabetic)            E by Extension (alphabetic)


             D  by Date & time (earliest first) S by Size (smallest first)


      - suffix to sort in descending order.


/B : Restarts computer after optimization.


/X : Always automatically exits.


/A : Audible warning before user action.


/FO: Full textual output (only relevant when used with /C option).





Remarks:


    Type defrag /no-ops for a list of no-ops.


    Type defrag /contrib for a list of contributors.





DELTREE: Delete directories   





DELTREE [switches] filespec [filespec...]


  /Y    Delete specified items without prompting


  /V    Report counts and totals when finished


  /D    Display debug info





Filespecs may name files, subdirectories (all contents will be lost),


or DR DOS-style file lists.  DELTREE is a dangerous command!  Use at


your own risk.





DEVLOAD:  Loads device drivers from the command line.





Usage: DEVLOAD [<switches>] <filename> [<params>]





Emulates device=<filename> [<params>] in CONFIG.SYS





Switches:


      /A - automatic mode (no abortion).


   /? /H - display this help message.


      /Q - quiet mode.


      /V - verbose mode.





Not supported by DR-DOS or MS-DOS before 3.00





Breakpoints for debugging drivers -


Relocation RETF : 152D


Execution  RETF : 03E6





Displays a list of files and subdirectories in a directory.








�
DIR: Specifies drive, directory, and/or files to list.


     ( Could be enhanced file specification or multiple filespecs.)





Usage: DIR [drive:][path][filename] [/P] [/W] [/A[[:]attributes]] 


           [/O[[:]sortorder]] [/S] [/B] [/L] [/V] [drive:][path][filename]





 /P         Pauses after each screenful of information.


 /W         Uses wide list format.


 /A         Displays files with specified attributes. (Defaults to /ADHSRA)


 attributes  D  Directories                R  Read-only files


             H  Hidden files               A  Files ready for archiving


             S  System files               -  Prefix meaning not


 /O         List by files in sorted order.


 sortorder   N  By name (alphabetic)       S  By size (smallest first)


             E  By extension (alphabetic)  D  By date & time (earliest first)


             G  Group directories first    -  Prefix to reverse order


             U  Unsorted		   Defaults to /ONG


 /S         Displays files in specified directory and all subdirectories.


 /B         Uses bare format (no heading information or summary).


 /L         Uses lowercase.


 /Y or /4   Display 4-digit year.





Switches may be preset in the DIRCMD environment variable.  Override


preset switches by prefixing any switch with - (hyphen)--for example, /-W.








DISKCOMP: Compare two disks





Usage: DISKCOMP [drive: [drive:]] [/1] [/8] [/4[0]] [/b] [/?]


Options:/1  - check only the first side of each disk/8  - check only the first eight sectors per track/40 - check only first 40 tracks (shortcut: /4)/b  - force BIOS (instead of DOS) disk access mode/?  - display this help


This program compares two disks (max 32 MB each) and shows themd5sum digest of the contents. It tells whether disk contentsdiffer (shows a message and sets the errorlevel appropriately).If you only give one drive, you have to change disksafter the first disk is read. If you give no drive option,two disks in the current drive are compared to each other.Copy one diskette or image file to another diskette or image file.





DISKCOPY: Copy disks





Usage: DISKCOPY <source> <destination> [/a][/v][/m][/i][/o][/x][/d][/r][/f][/t]





source:      drive or image file to copy from.


destination: drive or image file to copy to.





/a : give an audible warning for user action.


/v : verify reads and writes.


/m : only use memory for disk copy.


/i : show memory usage (informative).


/o : overwrite destination, if it already exists (in case of an image file).


/x : always automaticaly exit.


/d : assume disk already in drive.


/r : go into disk error recovery mode.


/f : perform fast diskcopy (only copy filled sectors).


/t : don't ask target disk if copying image file to same disk.


/1 : no-op included for MS-DOS compatibility.





Remarks: a minus sign after an option disables the option.


         You may specify the same drive for source and destination.





DISPLAY: Display device





Usage: DISPLAY  devname[:]=(EGA,hardwareCP,number_pools)





�
FC: Compares two files or sets of files and displays the differences





Usage: FC [switches] [drive1:][path1]filename1 [drive2][path2]filename2 [switches]





 /A    Display only first and last lines for each set of differences


 /B    Perform a binary comparison


 /C    Disregard the case of letters


 /L    Compare files as ASCII text


 /LBn  Set the maximum number of consecutive different ASCII lines to n


 /Mn   Set the maximum differences in binary comparison to n bytes


       (default = 20, 0 = unlimited)


 /N    Display the line numbers on a text comparison


 /S    Extend the scan to the files in subdirectories


 /T    Do not expand tabs to spaces


 /W    Pack white space (tabs and spaces) for text comparison


 /X    Do not show context lines in text comparison


 /nnn  Set to nnn (>= 2) lines the minimum number of consecutive matching


       lines for comparison resynchronization








FDAPM: System actions





Usage: FDAPM Option





Give any one option from the following list.


You can prefix options with -, -- or / if you want.


Case of options is irrelevant. This is GPL 2 software.





APMoff   - turn off BIOS APM savings, go full speed


APMbios  - enable standard BIOS APM savings


APMdos   - use resident handler for DOS and BIOS savings


HELP     - display this help screen


INFO     - show information about APM status


STATS    - show statistics of resident handler


UNLOAD   - remove resident handler (not yet possible)


STANDBY  - flush caches and enter stand-by mode


SUSPEND  - flush caches, stop IDE disks, enter suspend mode


POWEROFF - flush caches, stop IDE disks, power off VGA and system


VGAOFF   - turn off VGA (DPMS screen saver)


VGAON    - turn on VGA again


HOTBOOT  - reboot using int 19h (only reload DOS kernel, dangerous!)


WARMBOOT - perform a classical warm reboot


COLDBOOT - perform a cold boot (like at power on)





FDISK: Make or delete disk Partion(s)





Usage: FDISK [/option]


  


  No option         Runs in interactive mode.


  /REBOOT           Reboots the Computer


  /? [/NOPAUSE]     Displays this help information.





Interactive user interface switches:


  /MONO    Forces the user interface to run in monochrome mode.


  /XO      Enables extended options.


  /FPRMT   Prompts for FAT32/FAT16 in interactive mode.


  /X       Do not use LBA partitions.





Creating primary partitions and logical drives: sizes in MB or [,100] in percent


  /PRI:<size>[,100] [/SPEC:<type#>] [drive#] Creates a primary partition


  /EXT:<size>[,100]                 [drive#] Creates an Extended DOS Partition


  /LOG:<size>[,100] [/SPEC:<type#>] [drive#] Creates a logical drive


  /PRIO,/EXTO,/LOGO                          same as above, but avoids FAT32


  /AUTO [drive#]                   Automatically partitions the disk





Activating/Deactivating partition tables


  /ACTIVATE:<partition#> [drive#]  Sets <partition#> active.


  /DEACTIVATE            [drive#]  deactivates all partitions on <drive#>





Deleting partitions - USE WITH CAUTION!


  /CLEAR [drive#]                  Deletes all Partitions.


  /CLEARALL [drive#]                  "     "      "    tables and MBR.


  /DELETE {/PRI[:#] | /EXT | /LOG:<partition#>


           | /NUM:<partition#>} [drive#]   note: Logical drives start at /NUM=5








MBR (Master Boot Record) modification:


  /MBR  [drive#]  Writes the standard MBR to <drive#>.


  /BMBR [drive#]     "    "  BOOTEASY MBR to <drive#>.


  /AMBR [drive#]     "    "  MBR stored in the "boot.mbr" file


  /SMBR [drive#]  Saves the current MBR on <drive#>, into a "boot.mbr" file.


  /RMBR [drive#]  Removes the MBR from <drive#>.





Partition table modification


  /MODIFY:<partition#>,<type#> [drive#]  Changes partition type to <type#>


                                         Logical drives start at "5"


  /MOVE:<source_partition#>,<dest_partition#> [drive#]  Moves or Swaps


  /SWAP:<first_partition#>,<second_partition#> [drive#] primary partitions





For handling flags on a hard disk:


  /CLEARFLAG[{:<flag#>} | /ALL} ] [drive#] Resets <flag#> or all on <drive#>


  /SETFLAG:<flag#>[,<flag_value>] [drive#] Sets <flag#> to 1 or <flag_value>


  /TESTFLAG:<flag#>[,<flag_value>] [drive#]Tests <flag#> for 1 or <flag_value>





For obtaining information about the hard disk(s):


  /INFO [/TECH] Displays partition information from <drive#>


  /STATUS       Displays the current partition layout.


  /DUMP         Dumps partition information from all hard disks(for debugging)








FIND: Prints all lines of a file that contain a string 





Usage: FIND [ /C ] [ /I ] [ /N ] [ /V ] "string" [ file... ]





  /C  Only count the matching lines


  /I  Ignore case


  /N  Show line numbers


  /V  Print lines that do not contain the string








FORMAT: Format a disk





Usage: FORMAT drive: [/V[:label]] [/Q] [/U] [/F:size] [/B | /S] [/D]


FORMAT drive: [/V[:label]] [/Q] [/U] [/T:tracks /N:sectors] [/B | /S] [/D]


FORMAT drive: [/V[:label]] [/Q] [/U] [/4] [/B | /S] [/D]


FORMAT drive: [/Q] [/U] [/1] [/4] [/8] [/B | /S] [/D]





 /V:label   Specifies a volume label for the disk.


 /Q         Quick formats the disk.  The disk can be UNFORMATed.


 /U         Unconditionally formats the disk.  The disk cannot be UNFORMATted


 /F:size    Specifies the size of the floppy disk to format.  Valid sizes are:


              160, 180, 320, 360, 720, 1200, 1440, or 2880.


 /B         Kept for compatibility, formerly reserved space for the boot files.


 /S         Copies the operating system files to make the disk bootable.


 /T:tracks  Specifies the number of tracks on a floppy disk.


 /N:sectors Specifies the number of sectors on a floppy disk.


 /1         Formats a single side of a floppy disk (160k / 180k).


 /4         Formats a 360K floppy disk in a 1.2 MB floppy drive.


 /8         Formats a 5.25" disk with 8 sectors per track (320k / 360k).


 /D         Be more verbose and show debugging output





GRAPH-HP: Graphics for HP printers





 Usage: GRAPHICS [/B] [/I] [/C] [/R] [/E] [/n]





 /B recognize non-black CGA color 0


 /I inverse printing (for dark images)


 /C compatibility mode (300 dpi)


 /R use random dither, not ordered one


 /E economy mode (only 50% density)


 /n Use LPTn (value: 1..3, default 1)


 /? show this help text, do not load





After loading the driver you can print


screenshots using 'shift PrintScreen'


even in graphics modes. This GRAPHICS


is for HP PCL 600 dpi printers.


This is free software (GPL2 license).








�
GRAPH-PS: Graphics PostScript printers





 Usage: GRAPHICS [/B] [/I] [/C] [/E] [/n]





 /B recognize non-black CGA color 0


 /I inverse printing (for dark images)


 /C compatibility mode (HP Laserjet)


 /E economy mode (only 50% density)


 /n Use LPTn (value: 1..3, default 1)


 /? show this help text, do not load





After loading the driver you can print


screenshots using 'shift PrintScreen'


even in graphics modes. This GRAPHICS


is for PostScript grayscale printers.


This is free software (GPL2 license).





GRAPHPIN: Graphics Epson printers





 Usage: GRAPHICS [/B] [/I] [/C] [/R] [/E] [/n]





 /B recognize non-black CGA color 0


 /I inverse printing (for dark images)


 /C compatibility mode (120x72 dpi)


 /R use random dither, not ordered one


 /E economy mode (only 50% density)


 /n Use LPTn (value: 1..3, default 1)


 /? show this help text, do not load





After loading the driver you can print


screenshots using 'shift PrintScreen'


even in graphics modes. This GRAPHICS


is for Epson 180x180 dpi printers.


This is free software (GPL2 license).





KEYB: Install keybord driver





 Usage:KEYB UK - United Kingdom keyboard


KEYB GR - German - deutsche Tastatur


      	....


      	KEYB /L - List all available keyboards


      	KEYB /U - uninstall previous keyboard driver


      	KEYB GR /T - test the GERman keyboard driver, don't go resident





 When loaded:


      Ctrl+Alt+F1 : International (QWERTY) keyboard


      Ctrl+Alt+F2 : National loaded keyboard





LABEL: Creates, changes or deletes the volume label of a disk.





 Usage: LABEL [drive:][label] [/?]





  [drive:]  Specifies which drive you want to label


  [label]   Specifies the new label you want to label the drive


  /?        Displays this help message





LBACACHE: Hard disk XMS/386 read cache 





For drives 0,1,0x80..0x87 (int 0x13, LBA and CHS),





command line: /?


>>> Command line syntax for TSR (cache) mode:


    LBACACHE [[BUF] size] [DRV drivelist] [FLOP] [HELP|?]


Unit of size is 512 (256k XMS) sectors, max value is 99.


DRV syntax: C3E means drives 0x80 0x83 0x82. NULL means none, default is all.


FLOP enables the floppy read cache (with change line only).


>>> Command line syntax for non-TSR (uncache) mode:


    LBACACHE [INFO] [SYNC] [STOP] [HELP|?]


INFO shows info on other instances, STOP removes them,


SYNC flushes/syncs all instances for drives ABCDEFGHIJ.


>>> Arguments like X:\YYY\ZZZ... are ignored.


>>> Number of wrong args and help requests=0001


--> Not going TSR, not caching, uncache mode. Flags: 8008


COMCACHE TSR: N





Displays the amount of used and free memory in your system.





MEM: Report memory details





 Usage: MEM [/A] [/D] [/X] [/E] [/T] [/?]





Options:


  /A  List all memory blocks


  /D  List loaded device drivers


  /X  Reports Extended memory details


  /E  Reports Expanded memory details


  /T  Reports size of all memory types


      (used by default if no options given)


  /P  Pause after each screen with information


  /?  Displays this help








MIRROR: Save drive information





 Usage:	MIRROR [drive:]


MIRROR [/PARTN]





  drive:     Saves UNFORMAT information to drive#.


  /PARTN     Saves the partition tables to a:partnsav.fil for future


               recovery via UNFORMAT /PARTN.








MODE: Mode setting and general utility  





Usage: MODE Videomode[,Lines]  - Select video mode and lines, Videomode may be:


                MONO            - 80-column monochrome (MDA and Hercules)


                BW40, BW80      - 40-column and 80-column color-suppressed CGA


                CO40, CO80      - 40-column and 80-column color


        Lines may be 25, 43, or 50 (43 requires EGA or VGA, 50 requires VGA)


MODE COMn:r,p,d,s  - Set serial port parameters (not permanent):


        n = port number (1-4)


        r = baud rate (50, 110, 150, 300, 600, 1200, 2400, 4800, 9600,


                14400, 19200, 28800, 38400, 57600, 115200, abbreviations)


        p = parity (e = even, n = none, o = odd)


        d = data bits (5-8)     s = stop bits (1-2)


MODE LPTn:P  - Infinite timeout on parallel port (1-4) (MODE will go resident)


MODE LPTn:=COMx  - Redirect printer output to COM port (MODE will go resident)


MODE LPTn:=NUL:  - Redirect printer output to NUL (MODE will go resident)


MODE LPTn:  - Remove redirection and infinite timeout on parallel port


MODE PARK[,minutes[:seconds]]  - Park now or after idle (MODE will go resident)


MODE DELAY=d RATE=r [LOCK]  - Set keyboard typematic delay and rate:


        d = delay (1-4)   r = rate (1-32)   LOCK = permanent (will go resident)


MODE SWITCHAR[=x]  - Report or set switchar


MODE CAPSLOCK=ON|OFF and/or NUMLOCK=ON|OFF and/or SCRLOCK=ON|OFF





MODECON: Interface code management





 Usage:	MODECON  CODEPAGE  [ SELECT  n]


MODECON  CODEPAGE  PREPARE n filename


MODECON   /?





CODEPAGE                     Shows currently active codepage


CODEPAGE PREPARE n filename  Prepares codepage number n


CODEPAGE SELECT n            Sets (previously prepared) codepage n


 				         as active codepage


Interfaces codepage management with FreeDOS DISPLAY 0.06..0.08 driver


REMARKS


- CODEPAGE may be abbreviated by CP


- PREPARE may be abbreviated by PREP


- SELECT may be abbreviated by SP


- Codepages should be prepared before they can be selected








MORE: Display the contents of a text file one screen at a time





 Usage: command | MORE [/T4] 


   MORE [/T4] file..


   MORE [/T4] < file


Available keys:


  Space = Next page


  N n   = Next file


  Q q   = Quit program


PRINT: Backgound print utility for Dos.





NO FILE ENTERED FROM COMMAND LINE.


PRINT QUEUE SUBSYSTEM IS INSTALLED


Device to direct Print [PRN=0]:





REPLACE Replace files in directories





Replaces files in the destination directory with files from the source


directory that have the same name.





 Usage: REPLACE [drive1:][path1]filename [drive2:][path2] [/switches]


 [drive1:][path1]filename    Specifies the source file or files.


  		 [drive2:][path2]            Specifies the directory where files 


are to be replaced.





  /A    Adds new files to destination directory. Cannot use with /S or /U


        switches.


  /H    Adds or replaces hidden and system files as well as unprotected


  files.


  /N    Preview mode - does not add or replace any file.


  /P    Prompts for confirmation before replacing a file or adding a source


        file.


  /R    Replaces read-only files as well as unprotected files.


  /S    Replaces files in all subdirectories of the destination directory.


        Cannot use with the /A switch.


  /W    Waits for you to insert a disk before beginning.


  /U    Replaces (updates) only files that are older than source files.


  Cannot use with the /A switch.





SWSUBST: View CDS table





 Usage: SWSUBST {option} [command]





   /#: view the statistic of JOIN'ed drives in the CDS table


   /!: like /#; initialize the JOIN-flag, if it differs


   /f: view non-printable characters hexadecimal


   /a: view the CDS table after the command


   /k: create the pathes mentioned within the command


   /t: like /k, in SUBST check only, if path exist


   /_: dump all attributes within the CDS table


   /o=#: use this backslash offset, do not calculate itself


   /x=??: List of drive letters to be ignored while a ::label: search





   without command: displays the CDS table


   command:


     -: initialize all SUBST'ed and JOIND'ed drives


     --: initialize all non-networked drives


     dr [-]path: like /u dr [-]path


     /u dr [-]path: substitute dr to point to path


     /j dr [-]path: join dr into path


     /d dr | dr /d | dr - : initialize drive dr (& break SUBST/JOIN)


     /s dr1 dr2: swap dr1 and dr2


     /n [dr1 dr2]: swap unit numbers of the same device driver (Std.: floppies)


     /w dr: set ERRORLEVEL to the drive letter of dr


     /m [-]path: create path including all leading up-directories


     /c [-]path: like /m, then chdir into it


     dr:[+-=]{off,on,phys,net,join,subst,hidden}: set drive flags directly


     /q dr:[+-]{phys,net,join,subst,hidden}: query the drive flags





SYS: System Installer 





Usage: SYS [source] drive: [bootsect [BOTH]] 


 


  source   = A:,B:,C:\KERNEL\BIN\,etc., or current directory if not given


  drive    = A,B,etc.


  bootsect = name of 512-byte boot sector file image for drive:


             to write to instead of real boot sector


  BOTH     : write to both the real boot sector and the image file 





SYS CONFIG /help





TDSK: Faster RAM disk TURBODSK





Welcome to the faster RAM disk!,  which includes support of both EMS, XMS


and conventional memory.  Full resizeable,  easy to use like DOS RAM disks,


in DOS 5.0 it takes only about 432-608 bytes. This program is freeware!.





DEVICE=TDSK.EXE [size [s_sector [files [s_cluster]]]] [/E] [/A|X] [/C] [/M]





_ Size must be in the range 8 - 65534 Kb; are valid sectors from 32 to 2048


bytes (in power of 2), though some DOS versions only support 128, 256 & 512


bytes. Files of root may be 1 to 65534 and sectors by cluster can vary from


1 to 255 (some systems need a power of 2). Only the size is necessary.


_ /E force the use of XMS memory, /A and /X indicates the use of EMS memory


and /C the conventional. By default, TURBODSK try to use XMS or EMS memory.


_ After been installed in CONFIG.SYS, TURBODSK must be executed in AUTOEXEC


or command line in order to vary the disk size (the amount of memory used);


this operation erase the disk contents.  A size 0 can be used to complitely


anulation of the disk freezen the memory: when using conventional memory it


is useful to annulate the disk BEFORE resizing. When more than one TURBODSK


is installed, they can be identified using in adition the drive letter.





TED3: Tiny EDitor





+----------------------------------------------------------------------------+


¦ KEY ¦        FKey          ¦      SHIFT + FKey      ¦     CTRL + FKey      ¦


+-----+----------------------+------------------------+----------------------¦


¦ F1  ¦ Help (^J)            ¦ Setup Options          ¦ Display Status Line  ¦


¦ F2  ¦ Find Forward (^QF)   ¦ Find Next (^L)         ¦ Replace (^QR)        ¦


+-----+----------------------+------------------------+----------------------¦


¦ F3  ¦ Quit [Abort] (^KQ)   ¦                        ¦ Replace Next (^L)    ¦


¦ F4  ¦ Mark/UnMark Toggle   ¦ Change Case Marked     ¦ Show Tabs & EOLs     ¦


+-----+----------------------+------------------------+----------------------¦


¦ F5  ¦ Cut Marked to PB     ¦ Copy Marked to PB      ¦ Duplicate Char       ¦


¦ F6  ¦ Paste [Buffer=PB]    ¦ Insert Character Code  ¦ Insert Ctrl Char     ¦


+-----+----------------------+------------------------+----------------------¦


¦ F7  ¦ Save & Exit (^KX)    ¦ Print Marked on LPT1   ¦ Eject Page from LPT1 ¦


¦ F8  ¦ Delete Line (^Y)     ¦ Delete to EOL (^QY)    ¦ Delete Word (^T)     ¦


+-----+----------------------+------------------------+----------------------¦


¦ F9  ¦ Undelete Line        ¦ Undel Chars/Words (^U) ¦ GoTo Line (^QI)      ¦


¦ F10 ¦ Write PB to File     ¦ Read File into PB      ¦ GoTo DOS [Exec]      ¦


+----------------------------------------------------------------------------+


¦ _ _  _- -_     ¦ ^E/^X/^S/^D ¦ Move cursor Up/Down/Left/Right              ¦


¦ Ctrl _- -_     ¦ ^A/^F       ¦ Move cursor Left/Right one word             ¦


¦ PgUp/PgDn      ¦ ^R/^C       ¦ Move cursor Up/Down one screen              ¦


¦ Ctrl-PgUp/PgDn ¦ ^QR/^QC     ¦ Move cursor Up/Down to Start/End Of File    ¦


¦ Home/End       ¦ ^QS/^QD     ¦ Move cursor Left/Right to Start/End Of Line ¦


¦ Ctrl-Home/End  ¦             ¦ Scroll screen Left/Right 8 columns          ¦


¦                ¦ ^W/^Z       ¦ Scroll screen Up/Down one line              ¦


+----------------------------------------------------------------------------+


¦ Del/Backspace  ¦  ^G/^H      ¦ Delete char at/left of cursor               ¦


¦ Ins            ¦  ^V         ¦ Toggle Insert/Overstrike mode               ¦


¦                ¦  ^KW/^KR    ¦ Write/Retrieve File thru Paste Buffer (PB)  ¦


¦                ¦  ^B         ¦ Strip high bit from chars in marked region  ¦


¦                ¦  ^N         ¦ Split line - Insert new line                ¦


+----------------------------------------------------------------------------+





TOUCH: Date and Time setting 





 Usage: TOUCH [-?] [-C] [-Dpathname] [-F] [dd-mm-yy] [hh:mm[:ss]][A|P] Pathspec [...]





 -C             = don't Create files that do not already exist


 -Dpathname     = Duplicate date and time from specified file


 -F             = set time to File's version number





Notes:  The date format is determined by your COUNTRY setting (CONFIG.SYS)


        The character '/' may be used as the date separator


        The A and P (a.m, p.m) suffixes on the time parameter are optional


        If neither date nor time are supplied, current date and time are used


        Non-existent files are created unless -C is given





TREE: Graphically displays directory structure





 Usage: TREE [drive:][path] [/F] [/A] 





   /F   Display the names of the files in each directory.


   /A   Use ASCII instead of extended characters.








�
UNFORMAT: Restore disk that has been formatted.





Usage: 	UNFORMAT drive: [/J]


UNFORMAT drive: [/U] [/L] [/TEST] [/P]


UNFORMAT /PARTN [/L]


UNFORMAT /?


drive:    Drive letter to unformat.


  /J        Verifies that the drive mirror files is synchronized with the disk.


  /U      * Unformats without using MIRROR files.


  /L        Lists all files and directories found, or, when used with the


              /PART switch, displays current partition tables.


  /TEST   * Displays information but does not write changes to disk.


  /P      * Sends output messages to LPT1.


  /PARTN    Restores disk partition tables.


  /?        Displays this help screen.


* Indicates functions not yet available.





UNZIP: Unpack ZIP files





 Usage: UNZIP [-Z] [-opts[modifiers]] file[.zip] [list] [-x xlist] [-d exdir]





  -p  extract files to pipe, no messages     -l  list files (short format)


  -f  freshen existing files, create none    -t  test compressed archive data


  -u  update files, create if necessary      -z  display archive comment


  -x  exclude files that follow (in xlist)   -d  extract files into exdir





modifiers:                                   -q  quiet mode (-qq => quieter)


  -n  never overwrite existing files         -a  auto-convert any text files


  -o  overwrite files WITHOUT prompting      -aa treat ALL files as text


  -j  junk paths (do not make directories)   -v  be verbose/print version info


  -C  match filenames case-insensitively     -L  make (some) names lowercase


  -$  label removables (-$$ => fixed disks)  -V  retain VMS version numbers


  -M  pipe through "more" pager              -s  spaces in filenames => '_'





Examples (see unzip.txt for more info):


  unzip data1 -x joe   => extract all files except joe from zipfile data1.zip


  unzip -fo foo ReadMe => quietly replace existing ReadMe if archive file newer





XCOPY: Copies files and directory trees.





 Usage: XCOPY source [destination] [/switches]





  source       Specifies the directory and/or name of file(s) to copy.


  destination  Specifies the location and/or name of new file(s).


  /A           Copies only files with the archive attribute set and doesn't


               change the attribute.


  /C           Continues copying even if errors occur.


  /D[:M/D/Y]   Copies only files which have been changed on or after the


               specified date. When no date is specified, only files which are


               newer than existing destination files will be copied.


  /E           Copies any subdirectories, even if empty.


  /F           Display full source and destination name.


  /H           Copies hidden and system files as well as unprotected files.


  /I           If destination does not exist and copying more than one file,


               assume destination is a directory.


  /L           List files without copying them. (simulates copying)


  /M           Copies only files with the archive attribute set and turns off


               the archive attribute of the source files after copying them.


  /N           Suppresses prompting to confirm you want to overwrite an


               existing destination file and skips these files.


  /P           Prompts for confirmation before creating each destination file.


  /Q           Quiet mode, don't show copied filenames.


  /R           Overwrite read-only files as well as unprotected files.


  /S           Copies directories and subdirectories except empty ones.


  /T           Creates directory tree without copying files. Empty directories


               will not be copied. To copy them add switch /E.


  /V           Verifies each new file.


  /W           Waits for a keypress before beginning.


  /Y           Suppresses prompting to confirm you want to overwrite an


               existing destination file and overwrites these files.


  /-Y          Causes prompting to confirm you want to overwrite an existing


               destination file.





The switch /Y or /N may be preset in the COPYCMD environment variable.


This may be overridden with /-Y on the command line.
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